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GEOLOGICAL SURVEY U-4À7
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DRILLU DEEPENO PLUG BACKO 7. UNIT AGENEMENT NAME

b. Trra or wara. Natural Buttes Unitar, O °|."r.r. U ==.. 17" O fo"NLTWLE 8. M OE MM

2. NAME OF OPERATOR Natural Buttes Unit
. 9. wsmL No.Coastal Oil & Gas Corporation

3. ADDEMER OF OPMEATOn Natural Buttes- Unit No . 42
P. O. Box 749, Denver, Colorado 80201 lor rammo man room, o5wsoncam

4. gearo or waar. (nevert location etearly ana in accordance with any state resiuirement..•) Nãtural Buttes-Eield
1278 ' FSL /1130 ' FSL .

1r .. sÌn'Zii.°""°
At proposed prod. sone

SAME Section 25-T10S-R20E
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.12¾ COUNTE OR FABIER 18.. BTATE

Approximiate 15 miles SE of Ouray, Utah Uintah 'Utah
16. Dramaxcm r-OH Paoroamn* 16. No. or Acaza In ramAsm 17. NO. OF ACRES ABBIGNED -

LOCATION TO NEAREST TIP THIS WELL
PROPERTY OR I.EABB IalNE, FT· 1278 ' 800 160(Also to nearest drlg. unit line, if any)

18. DISTANCE PROM PROFOSED LOCATION* 19. PEOPOSED Darom 20. zorAnx omscamram-Toor.;

21. mzavarloma (Show whether DF, RT, GB, etc.) 22: AFFROX. DATE WOBE WILL BRAET*

5207' Ungr . Gr . - Jan$ary 15, 1981
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PROPOSED CASING AND CEMENTING PROGRAM

SIER OF MOLE SIZE,OF C18ING WRIGHT PEE TOOT BETTING DEFTE QUANTITY OF CEMENT

19-T/4" 9-5 " 36# 200' 125 s eks
Ra/A", 7-7/R" A-1 /2" 1 T . 6# · 6400 '

- Circuraté cement back, to
surface

Fresh Water Aquifers will be protected when the long string is run and cement is
circulated to surface.

Please see the following supplement'ài, information:

(1) 10-Point Program
(2) 13-Point Program DEC1 &1980(3) BOP Schematic -

(4) Survey Plat
DIVISION OF

Gas Well Production Rookup to follow on Sundry Notice- OIL, GAS & MINING

EN AESTS SPACE DESCEIER FEOFORED raoexxx: If proposal is to deepe r plug back, give data on present produ¿tire sone-sad proposed.new productive
zone. If proposal is to drill y, give pertin on subsurface loestione and measured'en tune-Tertical depthè... Give blowout
preventer prograan, it an

ex.aso - ww.. Ranf or Rnoineer na nècamber 15, 198014 . Í4eswe /
(This space for Federal or State omee use)

raxxIT wo. Irywarar nsTr

APFROTED BY TTTTE DATE
CONDITIONS OF AFFROVAL, IP ANT :

*SeeInstructionsOn Reverse



PROJECT

COASTAL OIL 8 GAS COßP,
Well location, NBU *42, located as

shown in the SW I/4 SW I/4 Section25,
T/0S, R20E, S.L.B.&M. TIOS, R2OE,S.L.B.SM. Uintah County,

Utah.
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CERTIFICATE

Ten S TO CERTIEY THAT THE ABOVE La? wAS REPAREE cROM

FFE NOTES Of L TUAL SURVEYS MADE BY ME OR UNDER MY

50PERV 5 0N AND THAT BE SAME ARE RuE AND CORRECT TC THE
BEST MY VNOWLEDGE AND BELIEF

--- U 30'

00 REGISTERED LÀND SURVEYOR
REGISTRATION N° 2454

NBU # 42 STATE OF UTAH

Elev. Ungrade d Ground - 5207'
UINTAH ENGINEERING a LAND SURVEYING

P 0. BOX Q - 110 EAST - FIRST SOUTH

79. 81 VERNAL, UTAH - 84078

SCALE DATPS89°14'W I" = 1000 11/18/80

X = Section Corners Located
""" LT TJ JS .REFERENCESGLO Plot

WEATHER FILE
COASTAL OIL &
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Coastal Oil & Gas Corporation
Natural Buttes Unit No. 42 10-POINT PROGRAM
Section 25-T10S-R20E
Uintah County, Utah

1. Geologic name of surface formation:

UINTA

2. The estimated tops of important geologic markers:

GREENRIVER - 1000'

WASATCH - 4200'

3. The estimated depths at which anticipated water, oil, gas are expected to
be encountered:

WASATCH 4200 ' GÀS

4. The proposed easing program, including the size, grade, and weight per
foot each string and whether new or used:

9-5/8" - K-55, ST&C - 36# NEW

4-1/2" - N-80, LT&C - 11.6# NEW

5. The Operators' winimum specifications for pressure control equipment which
is to be used, a schematic diagram thereof showing sizes, pressure ratings,
and testing procedures and testing frequency:

Bottom: 3000# BOP ¾/4-1/2" pipe rams
3000# BOP W/blind rams

- 3000# Hydril

Top: Grant rotating head

Hanifold includes appropriate valves, positive and adjustable chokes and kill
line to control abnormal pressures.
30P's will be tested at installation and will be eyeled on each trip.

6. The type and characteristics of the proposed circulating medium to be employed

for rotary drilling and the quantities and types of mud and weighting material
to be
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10-POINT PROGRAM - PAGE 2

Coastal 011 & Gas Corporation
Natural Buttes Unit No 42

6. Continued --

The well will be drilled with fresh water from surface to 4500' with a
weight of 8.3 to 8.7 . From 4500' to TD the well will be drilled
with fresh wtr mud with a weight from 8.7 to 10.4 . Sufficient weighting
material (barite) will be on location to increase the mud weight if abnormal pres-
sure is encountered.

7. The auxiliary equipment to be used:
a. kelly cock
4. mon;Ltoring equipment on. the mud system
c. a

s'ub^ on~ thÃ flooè with'a' fufi 'openin°g värve· to be stabbed* into the drill
pipe when the kelly is not in the string.

8. The testingslogging and coring program to be followed:
No DST's are planned
No cores are expected to be cut.

LOGS: Dual-Induction Laterolog
Compensated Neutron-Formation Density

9. Any anticipated abnormal pressures or temperatures expected to be encountered:
No abnormal pressures or temperatures expected
No hydrogen sulfide expected

10. The anticipated starting date and duration of the operation:

January 30, 1981
Three weeks'
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COASTAL OIL & GAS CORP.

13 Point Surface Use Plan

For

Well Location

NBU #42

Located In

Section 25, TIOS, R20E, S.L.B.& M.

Uintah County,
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COASTAL OIL & GAS CORP.
N.B.U. #42
Section 25, T10S, R20E, S.L.B.& M.

1. EXISTING ROADS

See attached Topographic Map "A".

To reach COASTAL OIL & GAS CORP., well location site N.B.U #42 located,
in the SW¼ SW¼ Section 25, T10S, R20E, S.L.B.& M., Uintah County, 'Utah,A proceed
Westerly out of Vernal, Utah along U.S. Highway 40 - 14 miles to the junction
of this road and Utah State Highway 209; proceed South along Utah State Highway
209 - 7 miles, more or less, to the junction of this Highway and Utah State
Highway 88; proceed South along Utah State Highway 88 - 10 miles to Ouray, Utah;
proceed along South on a county road, known as the Seep Ridge road, + 13.6 miles
to the junction of this road and an oil field service road to the Southwest;
proceed Southwesterly along this road 0.7 miles to the junction of this road
and the proposed access road (to be discussed in Item #2).

The Highways mentioned in the foregoing paragraph are bituminous surfaced
roads to Ouray, Utah at which point the County road is surfaced with native asphalt,
to the oil field service road.

The aforementioned dirt oil field service road and other roads in the vicinity
are constructed out of native materials that are prevalent to the area they are
located in and range from clays to a sandy-clay shale material.

There is no anticipated construction on any portion of the above decribed roads.
They will meet the necessary standards required to facilitate an orderly flow of
traffic during the drilling phase, completion phase, and the production phase of
this well at such time that production is established.

The roads that are required for access during the drilling phase, completion
phase, and production phase of this well, will be maintained at the standards required
by the B.L.M. or other controlling agencies.

2. PLANNED ACCESS ROAD

See Topographic Map "B".

The proposed access road leaves the existing road described in Item #1 in the
NW¼ SW¼ Section 25, T10S, R21E, S.L.B.& M., and proceeds in a Southerly direction
0.2 miles to die proposed location site.

In order to facilitate the anticipated traffic flow necessary to drill and
produce this well, the following standards will be met:

The proposed access road will be an 18' crown road (9' either side of the
centerline) with drain ditches along either side of the proposed road where it
is determined necessary in order to handle any runoff from normal meteoroligical
conditions that are prevalent to this area.

Back slopes along the cut areas of the road will be 1½ to 1 slopes and terraced.

The road will be centerline flagged prior to the commencement of
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COASTAL OIL & GAS CORP.
N.B.U. #42
Section 25, T10S, R20E, S.L.B.& M.

2. PLANNED ACCESS ROAD - cont...

There will be no culverts required along this access road.

The grade of this road is relatively flat however the maximpm grade will
not exceed 8%. This road will be constructed from native borrow accumulated
during the construction.

If deemed necessary by the local governmental agencies or their representatives
turnouts will be installed for safety purposes every 0.25 miles or on the top of
ridges or at intervals and locations that will provide the greatest sight distance.
These turnouts will 200' in length and 10' in width and will be tapered from the
shoulder of the road for a distance of 50' in length at both the access and outlet ends

There are no fences encountered along this road. There will be no cattleguards
required.

The terrain that this access road traverses in relatively flat.

The vegetation of this routeconsistsof sparse amounts of sagebrush, rabbitbrush,
some grasses, and cacti with large areas that are devoid of vegetation.

3. EXISTING WELLS

There are four production gas wells within a one mile radius of this location
site. Three Belco Petroleum Corporation wells and one C.I.G.E. well. See Topo-

graphic Map "B". for the location of these wells relativeto the proposed location
site.

There are no water wells, abandoned wells, temporarily abandoned wells, disposal
wells, drilling wells, shut-in wells, injection wells, monitoring or observation wells
for toher resources located within a one mile radius of this location site.

4. LOCATION OF TANK BATTERIES, PRODUCTION FACILITIES, AND PRODUCTION GATHERING
AND SERVICE LINES

At the present time there are no COASTAL OIL & GAS CORP. production facilities,
and gas gathering lines, tank batteries, oil gathering lines, injection lines, or
disposal lines within a one mile radius.

In the event that production of this well is established the existing area of
the location will be utilizedfor the establihsement of the necessary production
facilities.

The total area that is needed for the production of this well will be fenced
and cattleguards utilized for access to these
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COASTAL OIL & GAS CORP.
N.B.U. #42
Section 25, T10S, R20E, S.L.B.& M.

4. LOCATION OF TANK BATTERIES, PRODUCTION FACILITIES, AND PRODUCTION GATHERING
AND SERVICE LINES - cont...

The area will be built if possible, with native materials and if these
materials are not availabe then the necessary arrangements will be made to get
them from private sources.

The proposed gas flowlinewill be an 18'right of way which will run in a
Northeasterly direction approximately 4500' to an existing pipe line located
in the NE¼ of Section 25, T10S, R20E, S.L.B.& M. (See Topographic Map "B).

If there is any deviation fromthe above, all appropriate agencies will be notifiei

Rehabilitation of disturbed area no longer needed for operations after con-
struction is completed will meet the requirements of Item #10.

5. LOCATION AND TYPE OF WATER SUPPLY

See Topographic Map "A".

Water to be used for the drilling and production of this well will be hauled
from the White River in Section 4, T9S, R20E, S.L.B.& M. approximately 14.5 miles
by road North of the proposed location site. This water will be hauled by truck
over existing roads and the proposed access road.

All regulations and guide lines will be followed and no.deviations will be
made unless all concerned agencies are notified.

There will be no water well drilled at this location site.

6. SOURCE OF CONSTRUCTION MATERIALS

All construction.material for this location site and access road shall be borrow
material accumulated during construction of the location site and access road.
No additional road gravels or pit lining material from other sources are anticipated
at this time, but if they are required, the appropriate actions will be taken to
acquire them from private sources.

The native material that will be used in the construction of this location
site and access road will consist of sandy-clay soil and sandstone and shale
material gathered in actual construction of the road and location.

7. METHODSFOR HANDLING WASTE DISPOSA1

A reserve pit shall be constructed, and at least half of the depth of the
reservepit shall be below the existing ground surface. All trash and flammable
materials will be contained in a portable trash basket. Non-flammable material
such as cuttings, salts, chemicals etc., will be buried in the reserve pit and
covered with a minimum of four feet of earth material. Prior to the onset of
drilling, the burn pit will be fenced on three sides. Upon completion of drilling
the fourth side of the reserve pit will be fenced and allowed to dry completely be-
fore backfilling and reclamation are
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COASTAL OIL & GAS CORP.
N.B.U. #42
Section 25, T10S, R20E, S.L.B.& M.

7. METHODSFOR HANDLING WASTE DISPOSAL - cont....

A portable chemical toilet will be supplied for human waste.

All produced oil from thiswellwill be contained in the storage tank and will
be sold. Water if aýy which is produced will be run into a reserve pit as required
in the NTL-2B Regulations.

8. ANCILLIARY FACILITIES

There are no ancillary facilities planned for at the present time and none
foreseen in the near future.

9. WELL SITE LAYOUT

See attached location layout sheet.

The B.L.M. District Manager shall be notified before any construction begins
on the proposed location site and road.

As mentioned in Item #7, the pits will be unlined unless it is determined by
the representatives of the agencies involved that the materials are too porous and
would cause contaminationto the surrounding area; then the pits will be lined with
a gel and any other type of material necessary to make it safe and tight.

When drilling activities commence, all work shall proceed in a neat and
orderly sequence.

10. PLANS FOR RESTORATION OF SURFACE

As there is some topsoil on the location site, all topsoil shall be stripped
and stockpiled. (See location layout sheet). When all drilling and production
activities have been completed, the location site and access road will be reshaped
to the original contour and stockpiled topsoil spread over the disturbed area.
Fences around pits are to be removed upon completion of drilling activities and
all waste being contained in the trash basket shall be hauled to the nearest
Sanitary landfill. The reserve pit will be completely fenced and allowed to dry
before covering. When restoration activities have been completed, the location
site and access ramp shall be reseeded with a seed mixture recommended by the B.L.M.
District Manager when the moisture content of the soil is adequate for germinaion.
TheLesseefurther convenants and agrees that all of said cleanup and restoration
activities shall be done and performed in a diligent and most workmanlike manner
and in strict conformity with the above metnioned Items #7 and #10.

11. OTHER INFORMATION

TheTopographyof the General Area - (See Topographic Map "A").

The area slopes from the rim of the Book Cliff Mountains 'to the South to the
White River to the North, and is a portion of the Roan Plateau. The area is inter-
laced with numerous canyons and ridges which are extremely steep with numerous
ledges.formed in sandstone, conglomerates, and shale
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COASTAL OIL & GAS CORP.
N.B.U. #41
Section 25, T10S, R20E, S.L.B.& M.

11. OTHER INFORMATION - cont...

The majority of the washes and streams in the area are non-perennial in nature
with the only two in the area having a year round flow being Willow Creek to the West
and the White River to the North, of which the numerous washes,'.draws and non-

perennial streams are tributaries to the White River.

The majority of the surrounding drainages are of a non-perennial nature with
normal flow limited to the early spring and extremely rare heavy thunderstorms, or
rain storms of high intensity that lasts over an extented period of time and are
extremely rare in nature as the normal annual precipitation is only 8".

All drainages in the immediate area are non-perennial streams and flow to the
North and area tributaries to the White River.

The soils of this semi-arid area are of the Uinta Formation and Duchesne River
Formation (the Fluvial Sandstone and Mudstone) from the Eocene Epoch and Quaternary
Epoch (graval surfaces ) and the visible geological structure consists of light
brownish-gray clays (OL) to sandy soils (SM-ML) with poor gravels and shales with
outcrops of rock (sandstone, mudstone, conglomerates, and shales).

Due to the low precipitation average, climatic conditions and the marginal types
of soils, the vegetation that is found in the area are common of the semi-arid region
we are located in and in the lower elevations of the Uinta Basin. It consists of, as
primary flora, areas of sagebrush, rabbitbrush, some grasses, and cacti, and large
areas of bare soils devoid of any growth in the areas away from and in the vicinity
of non-perenn.ial streams and along the areas that are formed along the edges of
perennialstreams, cottonwood, willows, tamarack sagebrush, rabbitbrush, grasses, and
cacti can be found.

The fauna of the area is sparse and consists predominantly of the mule deer,
coyotes, pronghorn antelopes, rabbits, and varieties of small ground squirrels and
other types of rodents, andvarious reptiles common to this area.

The birds of the area are raptors, finches, ground sparrows, magpies, crows,
and jays.

The area is used by man for the primary purpose of grazing domestic livestock.

The Topography of the Immediate area - (See Topographic Map "B").

N.B.U. #42 location site sits on a relatively flat area. Southeast of a
non-perennial drainage which drains to the Northwest into Willow Creek which drains
to the North into the White River.

The geologic structure of the location is of Uintah Formation and consists of
light brownish-gray clay (SP-CL) with some sandstone
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CDASTAL OIL & GAS CORP.
N.B.U. #42
Section 25, T105, R20E, S.L.B.& M.

11. OTHER INFORMATION - cont...

The location is covered with some sagebrush and grasses.

The total surface ownership effected bythis location is owned by the (B.L.M.).

There are no occupied dwellings or other facilities of this nature in the
general area.

There are no visible archaeological, historical, or cultural sites within any
reasonable proximity of the proposed location site. (See Topographic Map "B").

12. LESSEE'S OR OPERATOR'S REPRESENTATIVE

R.F. Boswell

P.O. Box 749
Denver, CO 80201

303-572-1121

13. CERTIFICATION

I hereby certify that I, or-persons under my direct supervision.have inspected
theproposeddrill site and ·access route; that I am familiar with the conditions which
presently exist; that the statements made in this plan are to the best of my knowledge
true and correct; and that the work associated with the operation proposed herein will
be performed by COASTAL OIL AND GAS. CORP. and it contractors and sub-contractors in
conformity with this plan and the terms and conditions under which it is approved.

Date /R.È. Boswel'Î
Senior
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Test Procedure

1) Flush EOP's and all lines to be tested with water.
2) Run test plug on test joint and seat in casing head (leave valve belowtest plug open to check for leak).
3) Test the following to rated pressure:

a) inside blowout preventer
b) lower kelly cock
c) upper kelly cock
d) stand pipe valve
e) lines to mud pump
f) kill line to BOP's

4) Close and test pipe rams to rated pressure.
5) Close and test Hydril to rated pressure.
6) Back off and leave test plug in place. Close and test blind rams to

rated pressure.
7) Test all choke manifold valves to rated pressure.
8) Test kill line valves to rated



SUBMIT IN TE* Form approvedForan 9-881 C
Budget Burean No 42-E1425(May 1963) (Other instruction onUNITED STATES reverse side)

DEPARTMENT OF THE INTERIOR a s.ABE DESIGNATION AND BERIAL NO

GEOLOGICAL SURVEY U-4476

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUGBACK IN INDIAN, ALLOTTER OE TRIBE NAME

14. TTFE OF WORE

DRILLU DEEPENO PLUG BACKO 7 UNIT AGEEEMENT NAME

b TYPE OF WELL Ñatur ButteS Üûlt
OIL GAg SINGLE MULTIFLE S FARM OEWELL WELL OTHER ZONE ZONE

2 NAME OF OPERATOR Natural Buttes Unist
Coastal 011 & Gas Corporation * """ "°

a ADDRESS OF OPMEATOR Natural Buttes Unit No . 42
P. O. Box 749, Denver, Colorado 80201 io. FIELD AND POOL, OR WRCAT

tex oneeor watt (Report locanon clearly aus in accordance wml any State requirements *) Natural Buttes Field
1278' FSL/1130'-B@E

AND SCEVEY OR ARRA
At proposed prod zone

SAME '
Section 25-T105-R20E

14 DISTANCE IN MILES AND DIEMOTION FROM NEAREST TOWN OE FONT OrrICE* 12 COUNTY OE FABIBM 13 BTATE

Approximiate 15 miles SE of Ouray, Utah Uintah Utah
10 DISTANCE FROM FROFOSED* 16 NO OF ACESS IN LEASE 17 NO OF ACRES AsgIGNED

LOCATION TO NEAREST TO THIS WELL
PROFEETT OE LEASE LINE " 1278 ' 800 160(Also to nearest drlg unit line, if any)

18 DISTANCE FROM FROFOSED LOCATION* 1Û FEOPOSED DEFTK 2Û EOTAET OE CABLE TOOLS
TO NE4EEST WELL, PRILLING COMPLETED,
onmummwon.«eusamsm, m, a 2183 64001 Rugar,y.

21 mravATroNs (Show whether DF RT, GE, etc.) 22 AFFEOI DATE WORK WILL STAET*

5207 ' Ungr . Gr . January 15, 1981
23

PROPOSED CASING AND CEMENTING PROG

SIZE OF NOLE BIZE OF CABING WEIGHT FER FOOT BETTING DEPTH QUANTITY CEMENT

17-1/4" 9-5/8" 36# 200' 125 sacks
A-3/4",7-7/A" 4-1/7" 11 6# 6400' Circulate cement back to

surface

Fresh Water Aquifers will be protected when the long string is run and cement is
circulated to surface.

Please see the following supplemental information•

(1) 10-Point Program
(2) 13-Point Program
(3) BOP Schematic DEC 1 8 1980
(4) Survey Plat

Gas Well Production Hoo 1 o e DIVISIONOF

\. OIL, GAS & MINING

IN ABOVE SPACE DESCRIBE PROFOBED PROGEA ro a to deepen plug back, give data on present productive sone and progazed new productive
zone It proposal is to drill ee dir , give pertin on subsurface locations and measured and true vertical depths. Give blowout

BInGNED

ITT.- 111tiT ŸTT 1T1APT - DATr December 15, 1980
(This space for Federal or State ofBee use)

FEENIT NO 4PPROVII D4TP

APPEOVED ET TTTT.E DATE
CONDITIONS OF AFPEOVAL, IF ANT

*SeeInstructionsOn Reve.s.
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** FILE NOTATIONS**

DATE:/j- .Ú. ÎfO

OPERATOR:

WELLNO:

Location: Sec. T. ) OJ R. County:

F¿te Ptepaxed: Entexed on N.I.D:

CaAd Indexed: Complet¿on Sheet:

API Numbe

CHECKEDBY:

Petroleum Engineer:

Director: j

Administrative Aide:

APPROVALLETTER:

Bond Requ/Aed: Saxvey Plat Requixed:

Cadex Wo. 0.K. Rufe C-3

Rule C-3 (e) , TopogAaphie Exception - company owns ok contAofs acAeage

Lease Dea¿gn

Aadius og pxoposed an

p

AppAoval Left (Mitten

Hot L¿ne P. I



December 30, 1980

Coastal 011 4 Gas Corporation
P. O. Box 749
Denver, Colorado 80201

Re: Well No. Natural Buttes Unit 042
Soc. 25, T. 108, R. 20E
Uintah County, Utah

Insofar as this office is concerned, approval to drill the above
referred to gas well is hereby granted in accordance with Section 40-6-11,
Utah Gode Annotated 1953; and predicated on Rule C-3, General Rules and
Regulations and Rules of Practice and Procedure.

Should you determine that it will be necessary to plug and abandon
this well, you are hereby requested to immediately notify the following:

MICHAELT. MINDER - Petroleum Engineer
Office; 533-5771
Home: 876-3001

Enclosed please find Form OGC-8-X, which is to be completed whether
or not water sands (acquifers) are encountered during drilling. Your
cooperation in completing this form will be appreciated.

Purther, it is requested that this Division be notified within 24 hours
after drilling operations commence, and that the drilling contractor and rig
number be identified.

The API number assigned to this well is 43-047-30847.

Sincerely,

DIVISION OP OIL, GAS, AND MINING

Cleon ß. Feight
Director

/ko
ec:



Fomt 9-331 Form Approved.
Dec. 1973 Budget Bureau No. 42-R1424

UNITED STATES 5. LEASE
DEPARTMENT OF THE INTER10R U-4476

GEOLOGICALSURVEY 6. IF INDIAN;ALLOTTEE OR TRIBENAME
N/A

SUNDRYNOTICESAND REPORTS ON WELLS 7. UNIT AGREEMENTNAME
(Do not use this form for proposals to drill or to deepen or plug back to a different Nat11:al Buttes Unit
reservoir. Use Form 9-331-C for such proposala) & FARMOR LEASENAME

1. oil gas Natural Buttes Unit
well well other 9. WELL NO.

2. NAME OF OPERATOR Natural Buttes Unit No. 42
Coastal 011 & Gas Corporation 10. FIELDOR WILDCAT NAME

1 ADDRESS OF OPERATOR Natural Buttes Field
P. O. Box 749, Denver, Colorado 80201 11. SEC., T., R., M., ORBLK. AND SURVEYOR

4. LOCATION OF WELL (REPORT LOCATION CLEARLY. See space 17 AREA
below.) Section 25-T10S-R20E
ATSURFACE: 1278' FSL/1130' FWL (SwSW) 12;couNTYORPARISH 13.STATE
AT TOP PROD. INTERVAL: Same Uintah Utah
AT TOTAL DEFTH: Same 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICATE NATURE OF NOTICE, 43-047-30847
REPORT, OR OTHER DATA 15. ELEVATIONS(SHOW DF, KDB, AND WD)

5207 ' Ungr . Gr .

REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:
TEST WATER SHUT-OFF
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL (NOTEi Report results of multiple completion or zone
PULL OR ALTER CASING change on Form 9-330.)
MULTIPLE COMPLETE
CHANGE ZONES
ABANDON* f¯\
(other) Proposed Gas e.1.1 Productron Hookup

17. DESCRIBE PROPOSED OR COMPLETEDOPERATIONS (Clearly state all pertinent details, and gives pertinent dates,
including estimated date of starting any proposed work. If well is directionally drilled, give subsurfat:e locations and
measured and true vertical dppths for all markers and zones pertinentto this work.)*

SUPPIÆMENT TO APPLICATION FOR PERMIT TO DRILL

(1) Proposed Gas Well Production Hookup

A Typical Well Head Installation
B Typical Main Lines and Pipe Anchor Detail

(2) Proposed Pipeline Map

(3) Proposed Road and Flow Line and Pipeline Right of Way

For on-site Contact: Ira K. McClanahan at (303) 473-2300
Riihmiirfara Rafety Valva• Marm nnri Type Set @ FT

18. I hereb certify at the foregoing is true and correct

SIGNED
TITirDisi-. Procl. MgT- DATE March 16, 19Al

FF Mi iff
(This space for Federal or State office use)

APPROVED BY TITLE DATE
CONDITIONS OF APPROVAL, IF ANY:

*See instructions on Reverse



DENyggATog

3 PHA5g ANO

WELL HEATED SEPARATOR METER PIPELINE

N O
FLANGE

O,

NYOROCARaoN
SgORAGE

TANK

COASTAL OIL & GAS CORPORATION
DENVER, COLORADO

Natural Buttes Unit No. 42
Section 25-T10S-R20E
Uintah County,
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ESTIMATE SKETCH

DATF COLORADO INTERSTATE GAS COMPANY W. O. NO.:

STARTING DATE: NORTHWEST PIPELINE CORPORATION REVISION NO.:

EST. COMP. DATE: BUDGET NO.:

COMPANY CONTRACT RELATED DWG. /

LOCATION /C COUNTY: / t , STATE:

DESCRIPTION OF WORK:

REQUESTED BY: APPROXIMATE MILEAGE PROJECT ENGINEER

RANGE:

co No.es-
BELCO PET. CO.
23440 C.O.2547

Co

|

PREPARED BY: SCALE (IF ANY):

Freehand sketch of location of proposed installation to be constructed or reLired shou ing relative location of existing facilities in



Statement for permit to lay flow line, to be included with application for
Drilling Permit:

Upon approval of all concerned regulatory agencies, CIG proposes to
install a surface flow line from NBU #42 in a northwesterly direction
through the SW/4 of Section 25 connecting to Line Fl58-4" in the NW/4 of
Section 25, all in 108-20E. The line will be approximately 2,400' long, as
shown on the attached sketches.

Pipe will be 4-1/2" O.D. x .125" W.T., Grade X-42 EW. It will be
butt-welded in place, using portable electric welding machines, and will be
laid aboveground except where burial is necessary for road crossing,
ditches, or other obstructions. Magnesium anodes will be installed at the
dehydrator, meter setting, road crossings, underground piping at stream
crossings, and at producer's separator for corrosion protection.

CIG will connect to producer's separator and install dehydration and
metering facilities within 100' of the connection.

Some damage will be incurred by trucks transporting pipe and welding
equipment over the pipeline route, but surface disturbance will be held to
a
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STATEOF UTAH scott M. Matheson, GovernorNATURALRESOURCES& ENERGY Ternple A. Reynolds, Executive Director
Oil, Gas & Mining Cleon B. Feight, Division Director

4241 State Office Building • Salt Lake City, UT84114 • 801-533-5771

December 22, 1981

Coastal Oil and Gas Corporation
P. O. Box 749
Denver, Colorado 80201

Re: See attached

Gentlemen:

In reference to the above mentioned wells, considerable time has goneby since approval was obtained from this office

This office has not received any notification of spudding. If you donot intend to drill these wells, please notify this Division. If spuddingor any other activity has taken place, please send necessary forms. If youplan to drill this location at a later date, please notify as such.

Your prompt attention to the above will be greatly appreciated.

Very truly yours,

D

Clerk Typist

Board/Charles R. Henderson, Chairman •John L Bell • E. Steele Mcintyre • Edward T. BeckRobert R. Norman • Margaret R. Bird • Herm Olsen
on equoi opportunity ernplover - please recycle



Well No. Lawson #2-28-1-1
Sec. 28, T. 1S, R. 1W
Duchesne County, Utah

Well No. Natural Duck 4-15-9-20
Sec. 15, T. 9S, R. 20E
Uintah County, Utah

Well No. Natural Buttes Unit #55
Sec. 21, T. 9S, R. 21E
Uintah County, Utah

Well No. Natural Buttes Unit #56
Sec. 28, T. 9S, R. 21E
Uintah County, Utah

Well No. Natural Buttes Unit #48
Sec. 18, T. 9S, R. 22E
Uintah County, Utah

Well No. Natural Buttes Unit #52
Sec. 30, T. 9S, R. 22E
Uintah County, Utah

Well No. Natural Buttes Unit #42
Sec. 25, T. 10S, R. 20E
Uintah County, Utah

Well No. Natural Buttes Unit #51
Sec. 30, T. 10S, R. 21E
Uintah County, Utah

Well No. Natural Buttes Unit #41
Sec. 31, T. 10S, R. 21E
Uintah County, Utah

Well No. Natural Buttes #49
Sec. 32, T. 10S, R. 21E
Uintah County, Utah

Well No. Natural Buttes #60
Sec. 35, T. 10S, R. 21E
Uintah County, Utah

Well No. Natural Buttes Unit #24
Sec. 12, T. 10S, R. 22E
Uintah County, Utah

Well No. Natural Buttes Unit #58
Sec. 27, T. 10S, R. 22E
Uintah County, Utah

Well No. Natural Buttes Unit #47
Sec. 30, T. 10S, R. 22E
Uintah County,



Coastal Oil & Gas Corporation

State of Utah
Page 2
April 18, 1983

Natural Buttes Unit #49 Waiting on approval of revised
NW NE Section 30-T9S-R22E APD from MMS. Approval of APD
Uintah County, Utah held-up pending approval of
Federal Lease #U-463 1983 Plan-of-Development.

New APD approved by your office
3/19/83 (see copy attached).

Natural Buttes Unit #88 Waiting on approval of revised
NE NE Section 26-T9S-R21E APD from MMS. Approval of APD
Uintah County, Utah held-up pending approval of
State Lease #U-01194-ST 1983 Plan-of-Development.

New APD approved by your office
3/19/83 (see copy attached).

Natural Buttes Unit #81 Requesting an extension of APD.
SE NW Section 35-T9S-R21E Present Permit expires June, 1983,
Uintah County, Utah
State Lease #U-015630-ST

Natural Buttes Unit #82 Requesting an extension of APD.
NE NW Section 26-T9S-R21E Present Permit expires June, 1983.
Uintah County, Utah
State Lease #U-01194-ST

Natural Buttes Unit #42 Cancelling Permit.
SW SW Section 25-T10S-R20E See Attached Letter to MMS.
Uintah County, Utah
Federal Lease #U-4476

RE D TE OF

Name/Title



Identification CER/EA No. 203-81

United States Department of the Interior
Geological Survey

2000 Administration Bldg.
1745 West 1700 South

Salt Lake_City, Utah 84104

NEPA CATEGORICAL EXCLUSION REVIÈW

PROJECT IDENTIFICATION

Operator Coastal Oil and Gas Corporation

Project Type Gas Well Drilling

Project Location 1278' FSL 1130' FWL Section 25, T. 10S, R. 20E

Well No. Natural Buttes Unit #42 Lease No. U-4476

Date Project Submitted December 19, 1980

FIELD INSPECTION Date February 4, 1981

Field Inspection
Participants Greg Darlington USGS, Vernal

Cory Bodman BLM, Vernal °

Larry England BLM, Vernal

Floyd Murray D.E. Casada Construction

Dempsey Day Coastal Oil and Gas

Related Environmental Documents: Unit Resource Analysis, Seep Ridge Planning

Unit, BLM, Vernal

I have reviewed the proposal in accordance with the categorical exclusion review
guidelines. This proposal would not involve any significant effects and, there-
fore, does not represent an exception to the categorical exclusions.

February 10, 1981 ASAtil ->v

Date Prepared Environmental Šcientist

I concur

Date District Supervisor

Typing In 2/10/81 Typing Out



PROPOSED ACTION:

Coastal Oil and Gas Corporation proposes to drill the Natural Buttes Unit #42we11.

A 6400 foot gas test of the Wasatch formation. A new access road of .25 miles length

will be required. An 18 foot wide crown road with one major low water crossing

and drain ditches along the sides where needed is proposed. A surface flowline

of 4500 feet length will be built with an 18 foot right of way if the well is

found to leave production capabilities. This route is indicated in the APD on

Topographic Map "B". A pad 250 feet by 400 feet and reserve pits 75 feet by

150 feet are requested for this location. New surface disturbance associated

with this project for the access road, pad and pits would be about 3.1 acres.

RECOMMENDED CONDITIONS OF APPROVAL:

Drilling should be allowed provided the operator agrees to incorporate the

following measures into the APD and drilling plans and adhere to them:

1. BLM Stipulations

2. Lease Stipulations

3. Adequate logs will be furnished as requested by the Mineral Evaluation Report

and Mining
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III III

FIELD NOTES SHEET

Date of Field Inspection: w<C4y

Well No.:

Lease No.:

Approve Location:

Approve Access Road:

Modify Location or Access Road: « twa-->a e aÂ

Evaluation of Criteria for Categorical Exclusion

1. Public Health and Safety
2. Unique Characteristics

3. Environmentally Controversial Items

4. Uncertain and Unknown Risks

5. Establishes Precedents .

6. Cumulatively Significant

7. National Register Historic Places

8. Endangered/Threatened Species

9. Violate Federal, State, Local, or Tribal Laws

If this project is not eligib.le for Categorical Exclusion circle the numbers of

the above criteria requiring the preparation of an EA.

Comments and special conditions of approval discussed at onsite: (include local

topography)
og gg





.
CATEGORICALEXCLUSIONREVIEWCOMMONREFERENCELEGEND

1. Surface Management Agency Input

2. Reviews Reports, or information received from Geological Survey
.(Conservation Division, Geological Division, Water Resource Division,
Topographic Division)

3. Lease Stipulations/Terms

4. Application Permit to Drill

5. Operator Correspondence

6. Field Observation

7. Private Rehabilitation



T & R
U-802

VERNALDISTRICTOFFICE
170 South 500 East

Vernal, Utah 84078

February 9, 1981

Ed Guynn, District Engineer
USGS, Conservation Division
2000 Administration Building
1745 West 1700 South
Salt Lake City, Utah 84104

Re: Coastal Oil & Gas Corp.
Well # 42 Sec 25 T10S.
R20E U-4476
Well # 52 Sec 30 T9S R22E
U-463

Well Well # 58 Sec 27 T10S R22E
U-473, Uintah County, Utah

Dear Sir:

A joint field examination was made on February 4, 1981 of the above re-
ferenced well site locations and proposed access roads. We feel that the
surface use and operating plans are adequate with the following stipulations.

1. Construction and maintenance of roads, rehabilitation of disturb-
ed areas, and construction of pipeline routes, shall be in accord-
ance with surface use standards as set forth in the brochure, "Sur-
face Operating Standards for Oil and Gas Exploration and Develop-
ment." :

2. Traveling off access road right-of-ways will not be allowed.
The maximumwidth of access roads (both existing and planned)
will be 30 feet total disturbed area, except where backslope and
fills require additional area. Turn-outs will not be required.

3. The BLMmust be contacted at least 24 hours prior to any con- }struction activities.

4. The BLMmust be contacted at least 24 hours prior to any rehab-
ilitation activities. The operator may be informed of any
additional needed seeding and resoration requirements.

5. Burn pits will not Úeconstructed. There will be no burning
or burying of trash or garbage at the well sites. Refuse must
be contained and hauled to an approved disposal



6. A wire mesh or web type 66nfeceikilbebused around the reserve
pits.

7. It was agreed to by all parties present that the applied-for
pad demensions are adequate to handle all drilling'and fractur-
ing operations.

8. The demensions of all the reserve pits were reduced from 200
feet by 100 feet to.150 feet by 75 feet.

Site Specific:

#42 and #52 The top 4 to 6 inch of top soil will be collected and stored
near referenced corner #6.

#52 This office has no objeËtionsto the proposed flow line provided no
särface blading is done and we are contacted .prior to the installation
of said line.

L TThe top 6 to 8 inches of.top soil will be collected and stockpiled
between referenced corners #7 and #8.

An archaeological clearance ha's not been received by this office for Well
#42 and it's access road. No.surface disturbance às permitted until this
is accomplished.

For Hells #52 and #68 an archa^eological clearance will not be required
based on our statistical samp1.es.

The proposed activities do noÈjeopardize listed, threatened or endangered
flora/fauna or their habitats.

The BLMrepresentative will be Cory Bodman, 789-1362.

" Sincerely,

Dean L. Evans
Area Manacer
lookcliffs Resource Area

cc: USGS, Vernal

CBodman:mjm



Identification CER/EA No. Supplement to
Various CERs'

United States Department of the Interior
Geological Survey

2000 Administration Bldg.
1745 West 1700 South

Salt Lake City, Utah 84104

NEPA CATEGORICAL EXCLUSION REVIEW

PROJECT IDENTIFICATION

Operator Coastal Oil and Gas Corporation

Project Type Flowline Construction for Production Hookups

Project Location Natural Buttes Unit

Well No. Lease No.

Date Project Submitted March 19,_ 1981

FIELD INSPECTION Date Waived

Field Inspection
Participants Eight of these wells have had onsites this year. BLM will

generally not want an onsite unless blading is involved for

flowline hookups and related production facilities.

Related Environmental Documents: Supplement ,to CERs' 191-81, 203-81, 204-81,

232-81, 261-81, 262-81, 201-81, and 313-81

I have reviewed the proposal in accordance with the categorical exclusion review
guidelines. This proposal would not involve any significant effects and, there-

fore, does not represent an exception to the categorical exclusions.

April 10, 1981
Date Prepared / ironmental Scientist

I concur

ate District Supervisor

Typing In 4-10-81 Typing Out



PROPOSED ACTION:

Coastal Oil and Gas Corporation proposes to install several flowline hookups

for various wells in the Natural Buttes Unit. Sixteen wells are involved in

this request.

RECOMMENDED APPROVAL CONDITIONS:

The operator agrees to adhere to and accept the following conditions in addition

to the plans outlined in the related sundry notices:

1. BLM Pipeline Construction Stipulations

2. File appropriate sundry notices to update USGS well files and inform

the USGS and BLM of any subsequent changes which may also be required

concerning the wells involved in these sundry notices.

3. When safety reasons require it, production facilities may be painted

other than the requested earth tone colors. Otherwise, the operator

will comply with the BLM request concerning painting of



F I E1.D NOTES SllEET

Date of Field Inspection; et

Well No.: d CQ $

Approve Location: A)0 L AS

Approve Access Road: /Lo ,2.
« 65

Modify Location or Access Road:

Evaluation of Criteria for Categorical Exclusion

1. Public Health and Safety
2. Unique Characteristics
3. Environmentally Controversial Items

4. Uncertain and Unknown Risks

5. Establishes Precedents .

6. Comulatively Significant

7. National Register Historic Places

8. Endangered/Threatened Species
9. Violate Federal, State, Local, or Tribal Laws

if this project is not eligib.1e for Categorical Exclusion circle the numbers of

the above criteria requiring the preparation of an EA.

Comments and special conditions of approval discussed at onsite: (include local

topography)
cr 4' c



I

CATEGORICAL EXCL"SION REVIEW 1NFORMATION SOURCE

Local ard
Federal/State Agency private Other

Corce- Paone corre- stod ies Ons iteCriteri.a spondence check Feetirg spondence Previous and Staff inspectonSl6 CM 2.3.A (date) (date) (date) (date) NEPA reoorts expertise (date) O ',er

1. Public bealth
acd safety

2. Unique charac-
teristics

3. Envirocroentally
cent.coversial

4. Uncertain ard
unkom risks

5. Establishes
precedents

.

6.. Cu lat vely

7. Nacional Register
historic olaces

8. Erdangered/
threatened soecies

9. Violate Federal,
Sca:e,
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.

CATEGORICALEXCLUSIONREVIEWCOMMONREFERENCELEGEND

1. Surface Management Agency Input

2. Reviews Reports, or information received from Geological Survey

(Conservation Division, Geological Division, Water Resource Division,

Topographic Division)

3. Lease Stipulations/Terms

4. Application Ÿermit to Drill

S. Operator Correspondence

6. Field Observation

7. Private Rehabilitation Agreement



IN ItEPLY ItEFF.it TO

United StatesDepartment of the Interior T
U-802

BUREAUOFLANDMANAGEMENT

Vernal District Office ,

170 South 500 East
Vernal, Utah 84078 .

April 3, 1981 .

Ed Guynn, District Engineer
USGS, Conservation Division
2000 Administration Building
1745 West 1700 South
Salt Laka City, UT 84104

Re:. Coastal Oil & Gas Corp.
Flowlines for Wells in the
Natural Buttes Unit
CIGE Well #81D-4-10-21,
Sec. 4, T10S, R21E
Well #42, Sec. 25, T10S, R20E
Well #43, Sec. 26, T10S, R20E
Well #47, Sec. 30, T105, R22E
Well #46, Sec. 4, T10S, R22E
Well #24, Sec. 12, T10S, R22E
Well #38, Sec. 13, T10S, R22E
CIGE Well #82D-20-10-22,
Sec. 20, T10S, R22E
Well #39, Sec. 29, T10S, R22E
Well #58, Sec. 37, T10S, R22E
CIGE Well #85D-29-10-21,
Sec. 29, T10S, R21 .

Dear Sir:

We feel that the following recommendations should be used to govern the

installation of the aforementioned fowlines:

1. No installation will be allowed unless this office is notified at

least 24 hours prior to the start of construction.

2. The proposed gas Flowline routes will not be bladed. A .bulldar-

mdy be used to assist trucks in steep terrain, drag piµeiine into

position and for the construction of ford type crossings on drain-

ages which cannot otherwise be crossed. Construction of drainage

crossing is the only type surface disturbance authorized.

3. Pipeline construction shall not block, dam, or change the natural

flow of any



4. Any production facility that is to be painted shall be painted with

an earth tone color that will belend in with the desert environment

of the Natural Buttes Unit.

The BLMrepresentative will be Cory Bodman, 789-1362.

Sincerel y,

Dean L. Evans
Bookcliffs Resource Area Manager

cc: USGS - Vernal

r (Åosecon rs f on wifA C"ory & «» a Agc;l lo,iffl
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GregDarlington
fonmental Scientist
Vernal,



FROM: :- DISTRICT GEOLOCI ,

001 L i U. iaali lilaUN

TO ,:- D'ISTRICT ENGINEER, O&G, SALT LAKE CITY, UTAH

SUBJECT: APD MINERAL EVALUATION REPORT LEASE NO (p

OPERATOR: 04.5 Û £ Cor - WELL NO á¾,ß QaiÝ
LOCATION: /Vé"i SV µQ k sec.Of, T. lo s , R, '2oE , SCN\

) i County,

1. Stratigraphy:

Sur CL

re / C00
'

2. Fresh Water:

3. Leasable Minerals:

4. Additional Logs Needed:

AL

5.- Potential Geologic Hazards:
C

6. References and Remarks:

Signature: M cc Date: - 'if



e OO-
Coastal 011 & Gas Corporation
Natural Buttes Unit No. 42 10-POINT PROGRAK
Section 25-T10S-R20E
Uintah County, Utah

1. Geologic name of surface formation:

UINTA

2. The estimated tops of important geologic markers:

GREENRIVER - 1000'

WASATCK - 4200'

3. The estimated depths at which anticipated water, oil, gas are expected to
be encountered:

WASATCH
_

4200' GAS

4. The proposed easing program, including the size, grade, and weight per
- foot each string and whether new or used:

9-5/8" - K-55, ST&C - 36# NEN

- 4-1/2" - N-80, LT&c - 11.6# NEW

5. The Operators' minimum specifications for pressure control equipment which
is to be used, a schematic diagram thereof showing sizes, pressure ratings,
and testing procedures and testing frequency:

Bottom: 3000# 30P W/4-1/2" pipe rams
3000# 30P W/blind rams
3000# Hydril

Top: Grant rotating head

Manifold includes appropriate valves, positive and adjustable chokes and kill
line to control abnormal pressures.
BOP's will be tasted at installation and will be cycled on each trîp.

6. The type and characteristics of the proposed circulating medium to be employed
for rotary drilling and the quantities and types of mud and weighting material
to be



e OO

10-POINT PROGRAM - PAGE 2

Coastal Oil & Gas Cofporation
Natural Buttes-Unit No 42

6. Continued --

The well will be drilled with fresh water from surface to 4500' with a
weight of 8.3 to 8.7 . From 4500' to TD the well will be drilleä
with fresh wtr mud with a weight from 8.7 to 10.4 . Sufficient snaighting

material (barite) will be on location to increase the mud weight if abnormal pres-

sure is encountered.

7. The auxiliary equipment to be used:
a. kelly cock

. pogt.ogn equipment on
.

the mud system
c. a sufoÃ the noaŸ¾iiiTŠilŸ'ôgåtiliig'Ýã14f WehtaBBéd-into·÷the drill '

pipe when the kelly is not in the string.

8. The testingslogging and coring program to be followed:
No DST's are planned , ,

NG cores are expected to be cut.

LOGS: -Dual;Induction.Laterolog
Compensated Neutron-Formation Density

9. Any anticipated abnormal pressures or temperatures expected to be encountered:

No abnormal pressures or temperatures expected
No hydrogen sulfide expected

10. The anticipated starting date and duration of the operation:

January 30, 1981
Three weeks'
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COASTAL OIL & GAS CORP.

13 Point Surface Use Plan

For

Well Location

NBU #42

Located In

Section 25, T10S, R20E, S.L.B.& M.

Uintah County,
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COASTAL OIL & GAS CORP.
N.B.U. #42
Section 25, T10S, R20E, S.L.B.& M.

1. EXISTING ROADS

See attached Topographic Map "A".

To reach COASTAL OIL & GAS CORP., well location site N.B.U #42 located
in the SW¼ SW¼ Section 25, T10S, R20E, S.L.B.& M., Uintah County, Utah; proc ed
Westerly out of Vernal, Utah along U.S. Highway 40 - 14 miles to the junction
of this road and Utah State Highway 209; proceed South along Utah State Highway
209 - 7 miles, more or less, to the junction of this Highway and Utah State
Highway 88; proceed South along Utah State Highway 88 - 10 miles to Ouray, Utah;
proceed along South on a county road, known as the Seep Ridge road, + 13.6 miles
to the junction of this road and an oil field service road to the Southwest;
proceed Southwesterly along this road 0.7 miles to the junction of this road
and the proposed access road (to be discussed in Item #2).

The Highways mentioned in the foregoing paragraph are bituminous surfaced
roads to Ouray, Utah at which point the County road is surfaced with native asphalt,
to the oil field service road.

The aforementioned dirt oil fi.eld service road and other roads in the vicinity
are constructed out of native materials that are prevalent to the area they are
located in and range from clays to a sandy-clay shale material.

There is no anticipated construction on any portion of the above decribed roads.
They will meet the necessary standards required to facilitate an orderly flow of
traffic during the drilling phase, completion phase, and the production phase of
this well at such time that production is established.

The roads that are requited for access during the drilling phase, completion
phase, and production phase of this well, will be maintained at the standards required
by the B.L.M. or other controlling agencies.

2. PLANNED ACCESS ROAD

See Topographic Map "B".

The proposed access road leaves the existing road described in Item #1 in the
NW¼ SW¼ Section 25, T10S, R21E, S.L.B.& M., and proceeds in a Southerly direction
0.2 miles to die proposed location site.

In order to facilitate the anticipated traffic flow necessary to drill and
produce this well, the following standards will be met:

The proposed access road will be an 18' crown road (9' either side of the
centerline) with drain ditches along either side of the proposed road where it
is determined necessary in order to handle any runoff from normal meteoroligical
conditions that are prevalent to this area.

Back slopes along the cut areas of the road will be 1½ to 1 slopes and terraced.

The road will be centerline flagged prior to the commencement óf



COASTAL OIL & GAS CORP.
N.B.U. #42
Section 25, T10S, R20E, S.L.B.& M.

2. PLANNED ACCESS ROAD - cont...

There will be no culverts required along this access road.

The grade of this road is relatively flat however the maximum grade will
not exceed 8%. This road will be constructed from native borrow accumulated
during the construction.

If deemed necessary by the local governmental agencies or their representatives
turnouts will be installed for safety purposes every 0.25 miles or on the top of
ridges or at intervals and locations that will provide the greatest sight distance.
These turnouts will 200' in length and 10' in width and will be tapered from the
shoulder of the road for a distance of 50' in length at both the access and outlet ends

There are no fences encountered along this road. There will be no cattleguards
required.

The terrain that this access road traverses in relatively flat.

The vegetation of this routeconsistsof sparse amounts of sagebrush, rabbitbrush,
some grasses, and cacti with large areas that are devoid of vegetation.

3. EXISTING WELLS

There are four production gas wells within a one mile radius of this location
site. Three Belco Petroleum Corporation wells and one C.I.G.E. well. See .Topo-

graphic Map "B". for the location of these wells relativeto the proposed location
site.

There are no water wells, abandoned wells, temporarily abandoned wells, disposal
wells, drilling wells, shut-in wells, injection wells, monitoring or observation wells
for toher resources located within a one mile radius of this location site.

4. LOCATION OF TANK BATTERIES, PRODUCTION FACILITIES, AND PRODUCTION GATHERING
AND SERVICE LINES

At the present time there are no COASTAL OIL & GAS CORP. production facilities,
and gas gathering lines, tank batteries, oil gathering lines, injection lines, or
disposal lines within a one mile radius.

In the event that production of this well is established the existing area of
the location will be utilizedfor the establihsement of the necessary production
facilities.

The total area that is needed for the production of this well will be fenced
and cattleguards utilized for access to these



COASTAL OIL & GAS CORP.
N.B.U. #42
Section 25, T10S, R20E, S.L.B.& M.

4. LOCATION OF TANK BATTERIES, PRODUCTION FACILITIES, AND PRODUCTION GATHERING
AND SERVICE LINES - cont...

The area will be built if possible, with native materials and if these
materials are not availabe then the necessary arrangenents will be made to get
them from private sources.

The proposed gas flowline will be an 18'right of way which will run in a
Northeasterly direction approximately 4500' to an existing pipe line located
in the NE¼ of Section 25, T10S, R20E, S.L.B.& M. (See Topographic Map "B).

If there is any deviation fromthe above, all appropriate agencies will be notified.

Rehabilitation of disturbed area no longer needed for operations after con-
struction is completed will meet the requirements of Item #10.

5. LOCATION AND TYPE OF WATER SUPPLY

See Topographic Map "A".

Water to be used for the drilling and production of this well will be hauled
from the White River in Section 4, T9S, R20E, S.L.B.& M. approximately 14.5 miles
by road North of the proposed location site. This water will be hauled by truck
over existing roads and the proposed access road.

All regulations and guide lines will be followed and no deviations will be
made unless all concerned agencies are notified.

There will be no water well drilled at this location site.

6. SOURCE OF CONSTRUCTION MATERIALS

All construction material for this location site and access road shall be borrow
material accumulated during construction of the location site and access road.
No additional road gravels or pit lining material from other sources are anticipated
at this time, but if they are required, the appropriate actions will be taken to
acquire them from private sources.

The native material that will be used in the construction of this location
site and access road will consist of sandy-clay soil and sandstone and shale
material gathered in actual construction of the road and location.

7. METHODSFOR HANDLING WASTE DISPOSAL

A reserve pit shall be constructed, and at least half of the depth of the
reservepit shall be below the existing ground surface. All trash and flammable
materials will be contained in a portable trash basket. Non-flammable material
such as cuttings, salts, chemicals etc., will be buried in the reserve pit and
covered with a minimum of four feet of earth material. Prior to the onset of
drilling, the burn pit will be fenced on three sides. Upon completion of drilling
the fourth side of the reserve pit will be fenced and allowed to dry completely be-
fore backfilling and reclamation are



COASTAL OIL & GAS CORP.
N.B.U. #42
Section 25, T10S, R20E, S.L.B.& M.

7. METHODSFOR KANDLING WASTE DISPOSAL - cont....

A portable chemical toilet will be supplied for human waste.

All produced oil from thiswellwill be contained in the storage tank and will
be sold. Wateý if any which is produced will be run into a reserve pit as required
in the NTL-2B Regulations.

8. ANCILLIARY FACILITIES

There are no ancillary facilities planned for at the present time and none
foreseen in the near future.

9. WELL SITE LAYOUT

See attached location layout sheet.

The B.L.M. District Manager shall be notified before any construction begins
on the proposed location site and road.

As mentioned in Item #7, the pits will be unlined unless it is determined by
the representatives of the agencies involved that the materials are too porous and
would cause contaminationto the surrounding area; then the pits will be lined with
a gel and any other type of material necessary to make it safe and tight.

When drilling activities commence, all work shall proceed in a neat and
orderly sequence.

10. PLANS FOR RESTORATION OF SURFACE

As there is some topsoil on the location site, all topsoil shall be stripped
and stockpiled. (See location layout sheet). When all drilling and production
activities have been completed, the location site and access road will be reshaped
to the original contour and stockpiled topsoil spread over the disturbed area.
Fences around pits are to be removed upon completion of drilling activities and
all waste being contained in the trash basket shall be hauled to the nearest
Sanitary landfill. The reserve pit will be completely fenced and allowed to dry
before covering. When restoration activities have been completed, the location
site and access ramp shall be reseeded with a seed mixture recommended by the B.L.M.
District Manager when the moisture content of the soil is adequate for germinaion.
Theresseefurther convenants and agrees that all of said cleanup and restoration
activities shall be done and performed in a diligent and most workmanlike manner
and in strict conformity with the above metnioned Items #7 and #10.

11. OTHER INFORMATION

TheTopographyof the General Area - (See Topographic Map "A").

The area slopes from the rim of the Book Cliff Mountains to the South to the
White River to the North, and is a portion of the Roan Plateau. The area is inter-
laced with numerous canyons and ridges which are extremely steep with numerous
ledges formed in sandstone, conglomerates, and shale
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COASTAL OIL & GAS CORP.
N.B.U. #41
Section 25, T10S, R20E, S.L.B.& M.

11. OTHER INFORMATION - cont...

The majority of the washes and streams in the area are non-perennial in nature
with the only two in the area having a year round flow being Willow Creek to the West
and the White River to the North, of which the numerous washes,' draws and non-

perennial streams are tributaries to the Whike River.

The majority of the surrounding drainages are of a non-perennial nature with
normal flow limited to the early spring and extremely rare heavy thunderstorms, or
rain storms of high intensity that lasts over an extented period of time and are
extremely rare in nature as the normal annual precipitation is only 8".

All drainages in the immediate area are non-perennial streams and flow to the
North and area tributaries to the White River.

The soils of this semi-arid area are of the Uinta Formation and Duchesne River
Formation (the Fluvial Sandstone and Mudstone) from the Eocene Epoch and Quaternary
Epoch (graval surfaces ) and the visible geological structure consists of light
brownish-gray clays (OL) to sandy soils (SM-ML) with poor gravels and shales with
outcrops of rock (sandstone, mudstone, conglomerates, and shales).

Due to the low precipitation average, climatic conditions and the marginal types
of soils, the vegetation that is found in the area are common of the semi-arid region
we are located in and in the lower elevations of the Uinta Basin. It consists of, as
primary flora, areas of sagebrush, rabbitbrush, some grasses, and cacti, and large
areas of bare soils devoid of any growth in the areas away from and in the vicinity
of non-perenn-ial streams and along the areas that are formed along the edges of
perennialstreams, cottonwood, willows, tamarack sagebrush, rabbitbrush, grasses, and
cacti can be found.

The fauna of the area is sparse and consists predominantly of the mule deer,
coyotes, pronghorn antelopes, rabbits, and varieties of small ground squirrels and
other types of rodents, andvarious reptiles common to this area.

The birds of the area are raptors, finches, ground sparrows, magpies, crows,
and jays.

The area is used by man for the primary purpose of grazing domestic livestock.

The Topography of the Immediate area - (See Topographic Map "B").

N.B.U. #42 location site sits on a relatively flat area. Southeast of a
non-perennial drainage which drains to the Northwest into Willow Creek which drains
to the North into the White River.

The geologic structure of the location is .of Uintah Formation and consists of
light brownish-gray clay (SP-CL) with some sandstone



COASTAL OIL & GAS CORP.
N.B.U. #42
Section 25, T10S, R20E, S.L.B.& M.

11. OTHER INFORMATION - cont...

The location is covered with some sagebrush and grasses.

The total surface ownership effected bythis location is owned by the (B.L.M.).

There are no occupied dwellings or other facilities of this nature in the
general area.

There are no visible archaeological, historical, or cultural sites within any
reasonable proximity of the proposed location site. (See Topographic Map "B").

12. LESSEE'S OR OPERATOR'S REPRESENTATIVE

R.F. Boswell

P.O. Box 749
Denver, CO 80201

303-572-1121

13. CERTIFICATION

I hereby certify that I, or persons under my direct supervision have inspected
theproposeddrill site-and access route; that I.am familiar with the conditions which
presently exist; that the statements made in this plan are to the best of my knowledge
true and correct; and that the work associated with the operation proposed herein will
be performed by COASTAL OIL AND GAS. CORP. and it contractors and sub-contractors in .
conformity with this plan and the terms and conditions under which it is approved.

Date /R.F. BosweTÎ
Senior
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3000 psi psi Working Pressure BO s

ADJUSTABLE CNOKE
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FROM
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GAS
SUSTERPOSITIVE CHOKE

Test Procedure

1) Flush 30P's and all lines to be tested with water.2) Run test plug on test joint and seat in casing head (leave valve belowtest plug open to check for leak).
3) Test the following to rated pressure:

a) inside blowout preventer
b) lower kelly cock' c) upper kelly cock
d) stand pipe valve
e) lines to mud pump
f) kill line to BOP's

4) Close and test pipe rams to rated pressure.
5) Close and test Hydril to rated pressure.
6) Back of f and leave test plug in place. Close and test blind rams torated pressure.
7) Test all choke manifold valves to rated pressure.
8) Test kill line valves to rated



Form 9-331 Form Approved.

Dec. 1973
Budget Bureau No. 42-RIA24

UNITED TATES 5, LEASE
DEPARTMENT OF THE INTERIOR ½-6476

GEOLOGICAL SURVEY 6. IF INDIAN, ALLOTTEEOR TRIBE NAME
N/A

SUNDRY NOTICES AND REPORTS ON WELLS 7. UNIT AGREEMENT NAME

(Do not use this forrn for proposals to drill or to deepen or plug back to a different Natura Buttes Unit
reservoir. Use Forrn 9-331--C for such proppsals.) 8. FARM OR LEASENAME

Natural Buttes Unit1. oil gas
well well other 9. WELL NO.

2.NAME OF OPERATOR Natural Buttes Unit No. 42
Çoastal 011 & Gas Corporation 10. FIELDOR WILDCAT NAME

3. ADDRESS OF OPERATOR Natural Buttes Field

P. O. Box 749, Denver, Colorado 80201 11. sEC., T., R., M., OR BLK. AND SURVEY OR

4. LOCATION OF WELL (REPORT LOCATIONCLEARLY. See space 17 AREA

below.) Recr·irm 75-Tl08-R20E
AT SURFACE: 1278' FSL / 1130' WL (SW SW) 12. COUNTYOR PARISH 13. STATE
AT TOP PROD. INTERVAL: Same Unitah Utah
AT TOTAL DEPTH: Same 14. API NO.

16. CHECK APPROPRIATE BOX TO INDICAÏÉlNAŸURE OF NOTICE, 43-047-30847
REPORT, OR OTHER DATA 15. ELEVATIONS (SHOW DF, KDB, AND WD)

5207' Ungr. Gr.
REQUEST FOR APPROVAL TO: SUBSEQUENT REPORT OF:

TEST WATER SHUT-OFF O O
FRACTURE TREAT
SHOOT OR ACIDIZE
REPAIR WELL (NOTE: Report results of multiple completion or zone
PULL OR ALTER CASING .

change on Form 9-330.)

MULTlPLE COMPLETE
CHANGE ZONES
ABANDON*
(other) Úhen 9 0 Øns P rom X

17. omnemint runroar:n on comt·LETr.D oPenATenna (Clently state all pertinent tietails, and give pertinent dateE, infÎUÒing fatilDitfÒ ØSÉ€ Of 5Ê&fting any -

proposed work. If well is directionally drilled. rive subsurface locations and measured and true vertical depths for all snarkers and senes perti-
ment to t.his work.) • It is proposed to change casing program FROM:

PROPOSED CASING. AND CEMENTING PROGRAM

siza or not size or casmo wriony ran roor sETTOG DEPTH QUANTTTT OF ÜEMENT

12½" 9-5/8" 36¢ 200' 175
7-7/8" 4½" 11.64 6600' Cirenlate rmt en ynn ce propor y

isolate the hydrocarbon bearing
zones, the oil shale & shallow -

TO: ground water.

PTt0POSED CASI ND CEMENTING PROGTLAM

erst or noLE size or casmo wrinno rr.n voor smTTINc nrsrtn ooANTrrt or c Ma

124" 9-5/8" 36# 200' 125
7-7/8" 5½" (7# 6600' Circulate rá to so faa o properly

Subsurface Safety Valve: Manu. and Type isolate the hydrocarbon bearing
zones y the oil sbale & shallow

18. I hereby certify hat t ore oing is true and correct groun water.

SIGNED TITLE ET] DATE INTie 7 89

APPRO
OF UTAH IVI lON OF
OIL, QA "

, i ANY:
TITLE DATE

DATE:
BY:

'See Instructions on Reverse



Forrn 9-881 C SUBMIT IN ICATE* Fo m a prroved.
No. 42-R1(May 1963) (Other instru una on

U ITED STATES "EH E verse sloe)

DEPARTMENT OF THE INTER D¯iÅ.¯œ
am, so.

GEOLOGICAL SURVEY : i DEiVED U-4476
APPLICATION FOR PRTO DRILL,DEEPE R PLUG BACK '^" BBENAME

18. TYPE OF WORK

DRILL (EXTENSION) EEPE
/ LiiE CITY. W "^6" MREEME NA

b. TyrzorwmLI, aitiral Buttes itOIL CAg SINGLE MRTELE
. FARM OR LEASE NAME -WELL WELL OTHER ZONE EONE

2. NAME OF OPERATOR
Natáral Buttes Uñit

Coastal Oil & Gas Corporation "" "°

3. ADDRESS OTOPERATOR Natural Butte Unit #42
P. O. Box 749, Denver, Colorado 80201 1Û. ElsD AND POOL, OR ILDCAT

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.*) NaturaÈButte F eldAt surface
1278' FSL/1130 P&CPNG e,2, essa"

At proposed prod. zone

Same Section 25-T10S-R20E
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. gOUNTY OR PARISH 3. §TATE

Approximately 15 miles SE of Ouray, Utah i Wintah
10. DISTANCE FROM PROPOSED• 16. NO. OF ACRES IN LEASE 17. NO -OF2CRES ASSIGNED

LOCATION TO NEAREST TO '‡JIIS WEI¾
PROPERTY OB LEASE LINE, FT· 1278 ' 800 3160(Also to nearest drlg. unit line, if any)

18. DisTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH Û. ROTAR OR 'ABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS LEASE, Fr. 2183' 6400' Rotary

21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WOBE WILL START*

5207' Ungr. Gr. Jänudiy 15, 219 2
23. PROPOSED CASING AND CEMENTING PROGRAM

size OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH UANTITY OF C10MEN

12¼" 9-5/8" 36Ì 200' 125
7-7/8" 5½" 17# 6400' Cire n har urface.

Fresh water aquifers will be protected when the long string is t
circulated to surface.

Please see the following supplemental information:

(1) 10-Point Program
(2) 13-Point Program
(3) BOP Schematic
(4) Survey Plat

Gas Well Production Hookup to follow on Sun<Ïry Notice.

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM: If proposal is to deepen or plug back, give data on present produ€tivfzone..atid hyoposed productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and rue ëttic ilepths Give blowout
preventer program, if any. 4 -

24.

SIGNED TITLE District Drilling Engine r ne 987

(This space ed ral or State office use)

P

OVEND

BY TIT
Q OT & GAS SUPERVIS

CONDITIONSOFAPPROVAL,IFANY: THIS RE-APPROVALIS SUBJECT TO A L OF TÑE ONDITIONS
OF APPROVALORIGINALLY APPROVEDON JULY=10, 1981.

NOTICE OF APPROVAL *see Instructionson Reverse



STATEOF UTAH scottM. Matheson, Governor
NATURALRESOURCES& ENERGY Temple A. Reynolds, Executive Director
OII, Gas & Mining Cleon B. Feight, Division Director

4241 State Office Building • Salt Lake City, UT84114 • 801-533-5771

April 13, 1983

Coastal Oil SeGas Corporation
P. O. Box 749
Denver , Colorado 80201

Re: See attached page

Gentlemen:

In reference to the above mentioned wells, considerable time has gone by since
approval was obtained from this office.

This office has not received any notification of spudding. If you do not
intend to drill these wells , please notify this Division. If spudding or any other
activity has taken place, please send necessary forms. If you plan to drill these
locations at a later date, please notify as such.

We will be happy to acknowledge receipt of your response to this notice if you
will include an extra copy of the transmittal letter with a place for our
signature, and a self addressed envelope for the return. Such acknowledgement
should avoid unnecessary mailing of a firm second notice from our agency.

Your prompt attention to the above will be greatly appreciated.

Respectfully,

DIVISION OF OIL, GAS ANDMINING

Cari Furse
Well Records Specialist

CF/cf

Board/Charles R. Henderson, Chairman · John L Bell • E. Steele Mcintyre • Edward T. Beck
Robert R. Norman• Margaret R. Bird • Herrn Olsen

c, ecuo cocow¾ emdover • deose recyme



0 0
Well No. N. B. U. # 82J
Sec. 26, T. 9S, R. 21E.
Uintah County , Utah

Well No. N. B. U. # 81
Sec. 35, T. 95, R. 21E.
Uintah County, Utah

yell No. N. B. U. # 49
sec. 30, T. 9S, R. 22E.
Uintah County, Utah

Well No. N. B. U. # 42
Sec. 25, T. 10S, R. 20E.
Uintah County, Utah

Well No. Natural Buttes # 79
Sec. 18, T. 10S, R. 21E.
Uintah County, Utah

Well No. Natural Buttes # 49
Sec. 32, T. 10S, R. 21E.
Uintah County, Utah

Well No. N. B. U. # 60
Sec. 35, T. 10S, R. 21E.
Uintah County,



1050 Seventeenth Street-Suite 2100Coastal Oil & Gas Corporation Post Office Box 749
Denver, Colorado 80201-0749

Phone (303) 572-1121

April 18, 1983

State of Utah
4241 State Office Building
Salt Lake City, Utah 84114

ATTN: Cari Furse/Well Records Specialist

RE: See Attached Page

Dear Cari:

In response to your letter regarding the above wells, please
see the attached page for a detailed explanation on the status of
these locations.

In the future, please send all correspondence of this nature
to the attention of the drilung departmemt .

Thank you. If you have any questions, please do not hesitate
to contact me.

Sandra N. Crowell
Drilling Department

SNC/snc

RE UTAH:

Name/Title Date

Attachment
cc: File

B. Nelson
Minerals Management



Coastal Oil & Gas Corporation

State of Utah
Page 2
April 18, 1983

Natural Buttes Unit #49 Waiting on approval of revised
RW NE Section 30-T9S-R22E APD from MMS. Approval of APD
Uintah County, Utah held-up pending approval of
Federal Lease #U-463 1983 Plan-of-Development.

New APD approved by your office
3/19/83 (see copy attached).

Natural Buttes Unit #88 Waiting on approval of revised
NE NE Section 26-T9S-R21E APD from MMS. Approval of APD
Uintah County, Utah held-up pending approval of
State Lease #U-01194-ST 1983 Plan-of-Development.

New APD approved by your office
3/19/83 (see copy attached).

Natural Buttes Unit #81 Requesting an extension of APD.
SE NW Section 35-T9S-R21E Present Permit expires June, 1983,
Uintah County, Utah
State Lease #U-015630-ST

Natural Buttes Unit #82 Requesting an extension of APD.
NE NW Section 26-T9S-R21E Present Permit expires June, 1983.
Uintah County, Utah
State Lease #U-01194-ST

Natural Buttes Unit #42 Cancelling Permit.
SW SW Section 25-T10S-R20E See Attached Letter to MMS.
Uintah County, Utah
Federal Lease #U-4476

RE D TE OF

Name/Title
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Coastal Oil & Gas Corporation

State of Utah
Page 3
April 18, 1983

Natural Buttes Unit #60 Cancelling Permit.
NW NE Section 35-T10S-R21E See Attached Letter to MMS.
Uintah County, Utah
Federal Lease #U-02277-B

Natural Buttes Unit #79 Cancelling Permit.
NW NE Section 18-T10S-R21E See Attached Letter to MMS.
Uintah County, Utah
Federal Lease #U-02770-A

Natural Buttes Unit #49 Cancelling Permit.
NE SW Section 32-T10S-R21E See Attached Letter to MMS.
Uintah County, Utah
Lease #ML-21577

RECEIVED BY THE STATE OF UTAH:

Name/Title
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